Close-Coupled Pump Motors

Applications:

Applications for circulating and transferring fluids. Mounting
designed for support mounted pump units.

Features:

e Exceeds MG 1 Part 31

e Inverter-Duty Rated -15:1 CT, 30:1 VT

e 1.15 Service Factor @60 Hz;
1.0 Service Factor @50 Hz

e F1, F2 Convertible

e Gasketed Conduit Boxes for
Frame 5000 and Above

e TEFC Cast Iron Frames

e Multi-mount from 143 to 449

e Protection Ip55

e Class F Insulation System, Class B Rise

At Full Load

e Qversized Bearing with Locked Drive End

e Sealed Bearings Thru 215T Frame

e Regreasable Open Bearings 245T Frame and Above
e Vacuum Pressure Impregnation for all Windings

e Corrosion Resistant Paint

¢ Stainless Steel Namplate and Zinc Plated Hardware
¢ 40° C Ambient Continuous Duty

e Warranty 3 Years
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NEMA

Standard Full Line Motors

Close-Coupled Pump Motors
Foot Mount TEFC

we | mem | vomee | 'Giioes Gmiocs | tow | asov | b
1 1800 208-230/460 143IM CCP14AM1 1431p CCP14P1 855 1.47 a7
3600 208-230/460 143IM CCP322M1 143JP CCP322P1 82.5 1.72 45
- 1300 208-230/460 145IM CCP324M1 1451P CCP324P1 84.0 1.86 54
3600 208-230/460 145IM CCP2ZM1 145JP CCP22P1 86.5 2.1 47
? 1800 208-230/460 145IM CCP2AM1 1451P CCP24P1 875 2,70 56
3600 208-230/460 145IM CCP3zM1 1451P CCP32P1 85.5 3.80 67

3 3600 208-230/460 132IM CCP32M2 1821P CCP32P2 86.5 3.58 103
1800 208-230/460 182IM CCP3AM1 1821p CCP34P1 885 3.90 97

3600 208-230/460 184IM CCP52M1 184JP CCP52P1 86.5 5.90 114

’ 1300 208-230/460 184IM CCP54M1 184JP CCP54P1 89.5 6.48 102
3600 208-230/460 184IM CCP7ZM1 184JP CCP72P1 89.5 8.66 126

7.5 3600 208-230/460 213IM CCP7ZM2 213JP CCP72P2 88.5 8.60 150
1800 208-230/460 213IM CCP7AM1 213JP CCP74P1 895 9.53 150

3600 208-230/460 213IM CCP102M1 215JP CCP102P1 895 11.9 150

w0 1300 208-230/460 215)M CCP104M1 215JP CCP104P1 89.5 12.7 165

3600 208-230/460 | 256IM CCP152M1 215)P CCP152P1 91.7 17.0 168

15 3600 208-230/460 | 256IM CCP152M2 254)JP CCP152P2 91.0 17.2 280

1800 208-230/460 254)M CCP154M1 254)p CCP154P1 90.2 191 266

3600 208-230/460 | 256IM CCP202M1 256JP CCP202P1 91.7 23 313

2 1300 208-230/460 | 256IM CCP204M1 256JP CCP204P1 91.0 23.3 470

3600 208-230/460 | 256IM CCP252M1 256JP CCP252P1 91.0 281 277

25 3600 208-230/460 284IM CCP252M2 284)P CCP252P2 92.4 28.8 353

1300 208-230/460 284)M CCP254M1 284)P CCP254P1 91.7 29.60 437

3600 208-230/460 286IM CCP302M1 286JP CCP302P1 91.0 33.5 404

% 1800 208-230/460 286IM CCP304M1 286JP CCP304P1 93.0 34.3 481
3600 208-230/460 324IM CCP402M1 324)p CCP402P1 91.7 45.3 561

“ 1800 208-230/460 | 326IM CCP404M1 324)p CCP404P1 91.7 46.5 587

3600 208-230/460 | 326JM CCP502M1 326JP CCP502P1 93.6 55.5 594

* 1800 208-230/460 | 326IM CCP504M1 326JP CCP504P1 91.7 56.5 640
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NEMA

Standard Full Line Motors

Close-Coupled Pump Motors
Mounting and overall dimensions
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.JM/IP Series
Type A B D E 2F H (0] ®p T AA AB AG Al AK BA BB | BD
1431M/IP 6.93 488 35 275 4 c.34 7.57 8.15 = NPT3/4 6.57 10.28 5.87 4.5 2.38 Cc.15 65
1451M/1P 6.93 5.87 35 2.75 5 ¢.34 7.57 8.15 - NPT3/4 6.57 11.26 5.87 4.5 2.38 .15 65
182IM/1P 8.66 559 4.5 3.75 4.5 c.41 9.22 9.55 1.65 NPT3/4 7.39 11.92 5.87 4.5 2.88 .15 65
184IM/1P 8.66 6.11 45 3.75 55 ¢.41 9.22 9.55 1.65 NPT3/4 7.39 12.9 5.87 4.5 2.88 .15 65
213IM/1P 1¢.23 6.89 525 4.25 5.5 ¢.41 10.84 11.2 1.65 NPT1 929 14.92 7.25 8.5 3.78 .31 9
215IM/1P 10.23 8.39 5.25 4.25 7 ¢.41 10.84 11.2 1.65 NPT1 9.29 16.41 7.25 8.5 3.78 ¢.31 9
254IM/1P 12.12 984 6.25 5 8.25 ¢.53 12.6 12.8 2 NPT1 44 11.14 19.71 7.25 8.5 4.25 c.31 10
256IM/1P 12.12 11.6 6.25 5 10 ¢.53 12.6 12.8 2 NPT1 4 11.14 21.41 7.25 8.5 4.25 c.31 10
284IM/1P 12.76 11.26 7 5.5 9.5 ¢.53 14.94 15.75 2.36 NPT1 1% 13.98 22.59 11 12.5 4.75 c.31 14
286IM/1P 12.76 12.76 7 5.5 11 C.53 14.94 15.75 2.36 NPT1 ¥ 1398 24.09 11 12.5 4.75 c.31 14
3241M/1P 14.88 12.68 8 6.25 1C.5 .66 16.77 17.75 2.36 NPT2 14.37 24.76 11 12.5 5.25 c.31 14
326IM/1P 14.88 14.17 8 6.25 12 .66 16.77 17.75 2.36 NPT2 14.37 26.38 11 12.5 5.25 c.31 14
364IM/IP 16.4 14.4 9 7 11.25 .66 18.5 19.1 2.8 NPT3 17.32 26.97 11 12.5 5.88 .31 14
365IM/1P 16.4 15.4 9 7 12.25 .66 185 19.1 2.8 NPT3 17.32 27.95 11 12.5 5.88 c.31 14
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NEMA

Standard Full Line Motors

Close-Coupled Pump Motors

Mounting and overall dimensions

JM, JP

.JM Series
Type | EL | EM EN EP | EQ | ER | ES | ET | ®U | AH | TH | R s c
143]M 1.156 1 3/8-16x0.75 1.16 c.62 425 1.66 2.87 C.874 4.25 0.19 0.77 0.19 14.53
1451M 1.156 1 3/8-16x0.75 1.16 c.62 425 1.66 2.87 C.874 4.25 0.19 077 0.19 15.51
182JM 1.25 1 3/8-16x0.75 1.25 c.62 425 1.66 2.87 C.874 4.25 0.19 0.77 0.19 16.17
184JM 1.25 1 3/8-16x0.75 1.25 0.62 425 1.66 2.87 0.874 4.25 0.19 0.77 0.19 17.15
213IM 1.25 1 3/8-16x0.75 1.75 0.62 425 1.66 2.87 0.874 4.25 0.19 0.77 0.19 19.17
2151M 1.25 1 3/8-16x0.75 1.75 062 425 1.66 2.87 0.874 4.25 0.19 0.77 0.19 20.66
2541M 1.75 1.375 %-13x1 1.75 062 525 2.53 3 1.249 5.25 0.25 111 0.25 2496
2561M 1.75 1.375 %-13x1 1.75 0.62 525 2.53 3 1.249 5.25 0.25 1.11 0.25 26.66
284IM 1.75 1.375 ¥%-13x1 2.13 c.62 525 2.53 3 1.249 5.25 0.25 1.11 0.25 27.84
286JM 1.75 1.375 ¥%-13x1 2.13 c.62 525 2.53 3 1.249 5.25 0.25 1.11 0.25 29.34
3241M 1.75 1.375 ¥%-13x1 2.13 c.62 525 2.53 3 1.249 5.25 0.25 1.11 0.25 com
326IM 1.75 1.375 ¥%-13x1 2.13 c.62 525 2.53 3 1.249 5.25 0.25 1.11 0.25 31.63
.JP Series
Type EL EM EN EP EQ ER ES ET U AH TH R S C
143)p 1.156 1 3/8-16x0.75 1.16 1.56 7.31 1.66 5.93 0.874 7.31 C.19 0.77 0.19 17.59
145)p 1.156 1 3/8-16x0.75 1.16 1.56 7.31 1.66 5.93 0.874 7.31 C.19 0.77 0.19 18.57
1821p 1.25 1 3/8-16x0.75 1.25 1.56 7.31 1.66 5.93 0.874 7.31 C.19 0.77 0.19 19.23
184)p 1.25 1 3/8-16x0.75 1.25 1.56 7.31 1.66 5.93 0.874 7.31 c.19 Q.77 0.19 20.21
2131p 1.75 1.375 %-13x1 1.75 237 8.12 2.53 5.87 1.249 8.12 ¢.19 1.11 0.25 23.04
2151p 1.75 1.375 %-13x1 1.75 237 8.12 2.53 5.87 1.249 8.12 ¢.19 1.11 0.25 2453
254Jp 1.75 1.375 %-13x1 1.75 237 8.12 2.53 5.87 1.249 8.12 ¢.25 1.11 0.25 2783
256JF 1.75 1.375 %-13x1 1.75 237 8.12 2.53 5.87 1.249 8.12 .25 1.11 0.25 2953
2841 1.75 1.375 %-13x1 2.125 237 8.12 2.53 5.87 1.249 8.12 .25 1.11 0.25 ae71
286]F 1.75 1.375 %-13x1 2.125 237 8.12 2.53 5.87 1.249 8.12 ¢.25 1.11 0.25 3221
324Jp 1.75 1.375 ¥%-13x1 2.125 237 8.12 2.53 5.87 1.249 8.12 C.25 1.11 0.25 32 .88
326JP 1.75 1.375 ¥%-13x1 2.125 2.37 8.12 2.53 5.87 1.249 8.12 c.25 1.11 0.25 345
364JP 2.125 1.75 ¥%-13x1 2.5 237 8.12 2.53 5.87 1.624 8.12 C.375 1.41 0.375 35.09
3651P 2.125 1.75 ¥-13x1 2.5 2.37 8.12 2.53 5.87 1.624 8.12 C.375 1.41 0.375 36.07
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