
	Model
	MP290V

	Swing over bed
	280mm

	Swing over carriage
	155mm

	Center distance
	700mm

	Spindle bore
	38mm

	Spindle speed
	50-2000rpm

	Spindle taper
	MT 5

	Compound slide travel
	70mm

	Cross slide travel
	140mm

	Metric thread
	0.4-3.5mm

	Inch thread
	56-8TPI

	Quill of tailstock travel
	70mm

	Tailstock taper
	MT3

	Main motor power
	1100w

	Drilling capacity
	16mm

	Milling capacity(end/face)
	20mm/50mm

	Spindle speed
	50-2250rpm

	Spindle taper
	MT3

	Spindle travel
	185mm

	Spindle nose to table
	375mm

	Motor power
	750W

	Machine weight
	235kg

	Packing size
	1400x780x1070mm


[image: image1.jpg]SPECIFICATIONS





 [image: image2.jpg]STANDARD ACCESSORY




	Self-centering three jaw 
	1 set

	Dead centers MT4 and MT2
	1 set 

	Metal change gear
	1 set 

	Full size splash guard
	1 set

	Drilling chuck with taper shanl
	1 sets

	Drawbar
	1 set 

	Digital deputh ruller
	1 set

	Necessary tools and tool kit
	Numbers









