
	Model 
	PL300Q/PL300Q-1

	Swing over bed
	310mm

	Swing over cross slide
	180mm

	Swing over gap
	450mm

	Distance between centers
	1000mm

	Width of bed
	181mm

	Spindle bore
	38mm

	Spindle speed  
	65-1810rpm

	Spindle taper
	MT 5

	Tool post travel
	75mm

	Cross slide travel
	130mm

	Saddle side travel
	760mm

	Range of longitudinal feeds
	0.0527—1.2912mm/r

	Range of cross feeds
	0.011-0.276mm/r

	Metric threads
	29 / 0.4—7.0mm

	Inch threads
	40 / 60—4TPI

	Tailstock taper
	MT 3#

	Travels of tailstock quill
	100mm

	Diameter of tailstock quill
	32mm

	Main motor power
	1500w

	Coolant system power
	40w

	Net weight
	400kg

	Packing size
	1700x730x570mm
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	Dia. 160mm self-centering 3 jaw chuck 
	Ø160三爪自定心卡盘
	1 set

	Dead center MT5& MT3
	莫氏#3；莫氏#2顶尖
	1 set each

	Metal change gear 
	交换挂轮
	9 sets

	Allen wrenches (4,5,6,8)
	六角扳手
	1 set each

	Full size splash guard
	挡屑板
	1 sets

	Follow rest & steady rest
	跟刀架，中心架
	1 set each

	Face plate
	花盘
	1 sets

	Two cabinet stand with chips tray
	柜式底座
	1 set each









